Celhng Mounted (LNXCCM-Series)

18/24K Btu/h

Wireless Wireless Wired
(Standard) (Optional) (Optional)

Product images are for illustrative purposes only and may di er from the actual product. Due to di erences in mon-

itors, colours of products may also appear di erent to those shown on the catalogue.

LNXGCCM Series
Fixed Speed
Cooling Only

Capacity
1.5 to 3 tons




Ceiling Mounted




Celllng Mounted (LNXCCM-Series)

Features
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FLEXIBLE INSTALLATION
+ Flexible installation,ceiling suspended and
oor standing

BUILT IN WATER PUMP
+ Built in water pump,pump head is up to 700 mm
(Optional)

EASY CLEANING
+ Washable Iter,easy to take out and convenient
to clear

DIGITAL DISPLAY

+ Digital display is optional,in the middle or on the right
side.it is more intuitive and simple,and error code can be
show in display

STEPPER MOTOR
+ Built in stepper motor,adjusting the vertical and
horizontal air ow providing wide-angle swing
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Speciﬁcations (LNXCCM-Series,Ceiling Mounted)

Model number RS G LNXGCCMS-018R0T3C LNXGCCMS-024R0T3C LNXGCCMS-030R0T3C LNXGCCMS-036R0T3C
LT LNXGCCMI-018ROT3C LNXGCCMI-024R0T3C LNXGCCMI-030R0T3C LNXGCCMI-036R0OT3C
Capacity Btu/h 18000 23500 30000 33000
Capacity W 5275 6887 8792 9671
Cooling T1 Input W 1500 2000 2550 2810
Rated current A 6.6 8.7 111 12.5
EER Btu/W 12 11.75 11.75 11.75
EER W/W 3.51 3.44 3.44 3.44
Capacity Btu/h 16000 20500 26000 28400
Capacity W 4689 6007 7620 8323
Cooling T3 Input W 1820 2400 3040 3360
Rated current A 8.1 10.4 13.5 14.9
EER Btu/W 8.8 8.55 8.65 8.45
EER W/W 2.57 2.5 2.53 2.47
Number of rows 4 4 4 4
Tube pitch(a)x row mm 21x13.37 21x13.37 21x13.37 21x13.37
Fin spacing mm 1.4 1.4 1.4 1.4
Indoor coil  |Fin type Hydrophilic Hydrophilic Hydrophilic Hydrophilic
Tube outside dia. mm 7 7 &7 ®7
And type inner grooved inner grooved inner grooved inner grooved
Number of circuits 4 4 5 6
Brand yongan yongan Kaibang Panasonic
Model YSK110-70LD-4P2 YSK110-70LD-4P2 YSK110-59LD-4P17 DR-310-75LD-8
'”d;g[ oFra” Input w 160 160 180 135
Capacitor uF 5 5 3 /
Speed(Hi/Me/Lo) rpm 1150/1070/950 1150/1070/950 1310/1139/1016 1225/1080/930
Power supply V/IPh/Hz 230V/1Ph/50Hz 230V/1Ph/50Hz 230V/1Ph/50Hz 230V/1Ph/50Hz
Indoor air flow(Hi/Me/Lo) m°/h 1300/1100/900 1300/1100/900 1800/1620/1440 1900/1700/1500
Indoor noise level dB(A) 42~50 42~50 46~54 47~55
Indoor Unit (WxHxD) mm 1245x680x244 1245%x680x244 1670%x675%235 1670x675%x235
dimension Packing (WxHxD) mm 1325x770%325 1325x770%325 1750x770%325 1750x770%325
Indoor weight Net Kg 33 39 41 43
Gross Kg 38 45 47 49
Max pressure MPa 4.9 4.9 4.9 4.9
Refrigerant R410A R410A R410A R410A
Connection power wiring mm® 3x2.5/3x1.5 3x2.5/3x1.5 3x4.0/3%x1.5 3x4.0/3%x1.5
wiring Signal wiring mm® 3x1.5 3x1.5 3x1.5 3x1.5
Drainage water pipe diameter mm 25 25 25 25
Operation temperature range °C 16~32 16~32 16~32 16~32
Operation Control Remote Controller Remote Controller Remote Controller Remote Controller
Ambient temp °C 16~55 16~55 16~55 16~55

1

e cooling condition: T1 condition: indoor side 27 °C (80.6 °F) DB, 19 °C (60 °F) WB, outdoor side 35 °C (95 °F) DB;T3 condition: indoor side 29 °C (84.2 °F)DB, 19 °C (60 °F) WB, outdoor side 46 °C (114.8 °F)DB.

2.Sound level:measured at a point 1 m n front of the unit at a height of 1.3m. During actual operation, these values are normally somewhat higher as a result of ambient conditions.

3.

e above data may be changed without notice for future improvement on quality and performance.

LNnX
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Speciﬁcations (LNXGCCM- Series, Ceiling Mounted Outdoor)

Model Number System pdbcuie paaiien st g
Outdoor 0-018R0 0-024R0 0-030R0 0-036R0
Brand Highly Highly GMCC Highly
Model ASL180MV-C7EU1 ASH224MV-C7HU ASQ310V1SMP ATH345MV-C9EU
Type Rotary Rotary Rotary Rotary
Capacity W 4800 5990 7930 8399
Compressor  ||nput w 1218 2010 2555 2830
Rated Current(RLA) A 5.4 9.2 10.8 13.3
Locked rotor Amp(LRA) A = 50 60 67
Thermal protector Internal Internal Internal Internal
Refrigerant oil ml 480 480 1100 880
Number of row 2 3 3 3
Fin spacing mm 1.5 1.5 1.5 1.5
Fin material Hydrophilic Hydrophilic Aluminum | Hydrophilic Aluminum Hydrophilic Aluminum
Outdoor coil  [Tube outside diameter mm o7 7 o7 7
Tube material inner grooved inner grooved inner grooved inner grooved
Coil(L x H x W) mm 790%630%26.74 1000x756x40.11 1000%x756%40.11 1000%x756x40.11
Number of circuit 4 6 6 6
Model YDK-75-6P3-AL YDK-90-6P3-1 YDK-90-6P3-1 DRN-310-90-8
Outdoor fan  |Input W 129 156 156 120
motor capacitor mF 3 5 5 /
Speed rom 890 820 820 850
Outdoor air flow m3/h 3000 4200 3000 4000
Outdoor noise level dB(A) 56 56 58 58
Power supply V/Ph/Hz 230V/1Ph/50Hz 230V/1Ph/50Hz 230V/1Ph/50Hz 230V/1Ph/50Hz
Max. input consumption w 2200 2900 3700 4100
Max. current A 11.5 15 18.5 21.5
Starting current A 38 50 60 67
Max.Operating|Discharge MPa 4.9 4.9 4.9 4.9
pressure Suction MPa 1.6 1.6 1.6 1.6
Outdoor Unit (WxHxD) mm 914x702x382 1015x810x445 1015%810%445 1015%810x445
dimension Packing (WxHxD) mm 975x770%435 1075x875x495 1075%875%495 1075%875%x495
Outdoor Net kg 46 61 65 66
weight Gross kg 49 64 70 70
Refrigerant Type R410A R410A R410A R410A
Charge g 1700 2800 2900 3000
Throttle type capillary capillary capillary capillary
) Liquid side mm 6.35 ©9.52 ©9.52 $9.52
Refrigerant -
pipe Gas side mm D12.7 $15.88 $19.05 $19.05
Max. refrigerant pipe m 15 20 20 20
Ambient temperature (cooling) °C 16~55 16~55 16~55 16~55

1. e cooling condition: T1 condition: indoor side 27 °C (80.6 °F) DB, 19 °C (60 °F) WB, outdoor side 35 °C (95 °F) DB;T3 condition: indoor side 29 °C (84.2 °F)DB, 19 °C (60 °F) WB, outdoor side 46 °C (114.8 °F)DB.
2.Sound level:measured at a point 1 m n front of the unit at a height of 1.3m. During actual operation, these values are normally somewhat higher as a result of ambient conditions.
3. e above data may be changed without notice for future improvement on quality and performance.
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Ceiling Mounted
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